


F I T  D E S K  F I X I N G  T O  W O R K S U R F A C E

F I T  M O N I T O R  A R M  T O  C L A M P *

A D J U S T  A R M  T O  S U I T  
W E I G H T  O F  M O N I T O R

Screws  over-
inserted

Screws  under-
inserted

I M P O R T A N T
It  i s  the  respons ib i l i ty  of  the  insta l ler  to  ensure  
a l l  �mount ing  screws  are  proper ly  engaged with  
a  �min imum of  4 x  360˚  turns  into  the  d i sp lay.  

Under  �or  over  insert ion  may cause  damage to  the �  
equ ipment  or  in jury  to  personnel .
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M A X 
SCREEN WEIGHT 

9KG/19.8LB 

F O L D F O L D F O L D

A T T A C H  M O N I T O R  M O U N T  
P L A T E  T O  M O N I T O R

3

M O U N T  M O N I T O R  T O  A R M 4

Use screws  suppl ied

Fol low separate  worksurface  
f ix ing  insta l lat ion  instruct ions

U S I N G  Y O U R  F L O  A R M 8

I M P O R T A N T
Ensure you leave enough  

free cable to avoid  
stretching or snagging  

at all positions

*	 Flo Split  
	 Clamp shown for  
	 illustration purposes

4 x

4 x

T O  R E M O V E  M O N I T O R

I M P O R T A N T
Raise  arm to  uppermost  pos i t ion  before  removing  monitor  

otherwise  i t  may spr ing  up  when unloaded

I M P O R T A N T
Ensure  that  arm i s  pushed fu l ly  down onto  c lamp

Turn ad juster  screw 
unt i l  monitor  ‘ f loats ’  
in  a l l  he ight  pos i t ions

I N S T A L L  M O N I T O R  C A B L E S  I N T O  
C A B L E  M A N A G E M E N T  F E A T U R E S
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M O N I T O R  T I L T  A C T I O N 7

Once i t  has  been correct ly  set 
up,  your  Flo  arm permits  you 
to  eas i ly  pos i t ion  your  monitor 
wherever  you want  i t  w i th
f ingert ip  contro l 

The monitor  can eas i ly  
be  swive l led  f rom landscape  
to  portra i t  or ientat ion

U S E F U L  T I P
Ensure  you have  a l lowed enough free  cab le  for  screen rotat ion

FLO SPLIT CL AMP 
ASSEMBLY

TOP MOUNT 
CL AMP 12-25mm

THROUGH  
DESK MOUNT

U S E F U L  T I P
Adjustment  wi l l  be  eas ier  and more  prec ise  i f  

a rm i s  pos i t ioned as  shown be low whi l s t  ad just ing

5A

The arm setting indicator
allows for quick installation 
of multiple monitors 

You can quickly ‘dial in’ to 
the same setting, then if 
necessary, f ine tune the 
adjustment to balance the 
monitor

5B

Tighten screws  
evenly  each s ide

Ca.

Ca.

+	Heavier 
	 monitors

- Lighter 
	 monitors

I M P O R T A N T
Most  monitors  w i l l  automat ica l ly  ba lance in  the  Flo  

t i l t  head.  If  your  monitor  ‘droops’  you can add a  l i t t le  
more  f r ict ion  us ing  the  head f r ict ion  screws .  Do not  overt ighten

N O T E
Use M4 Allen key for desk f ixings which is supplied with Monitor Arm Use 6mm 

Al len  Key


